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Telescoping Post Indicator
套筒式指示器

Ground Line
地平线

PG.2

1.  Remove the top section from the top of
the indicator Post assembly.

2.  Cut the required square stem or the
stand pipe length and adjust the Stand
pipe to match up to the Ground line.

3.   Set the "OPEN" and "SHUT" targets for
the appropriate valve size.

4. Reattach the top section to the top of the
Indicator Post assembly.

Field Adjustment

TRENCH DEPTH

1005

292

Min 958
Max 1808
Min 1073
Max 1923
Min 1200
Max 2050
Min 1314
Max 2164
Min 1448
Max 2298
Min 1674
Max 2524
Min 1700
Max 2550

DN250

DN400

DN300

DN350

SIZE
Trench Depth
（mm）

DN100

DN150

DN200



LOCKING WRENCH
锁紧扳手

SNAP RING
对开环
OPERATING  NUT
操纵螺母

HEX CAP SCREW
六角螺钉

TOP SECTIOM
顶盖

HEX NUT
六角螺母

YOKE NUT
支架螺母

TARGET
指示牌

WINDOWS
GLASS
 玻璃窗

GASKET
垫片

HEX NUT
六角螺母

HEX CAP
SCREW
六角螺钉

PLUG
丝堵

BODY
指示器主体

HEX NUT
六角螺母

HEX CAP SCREW
六角螺钉

STAND PIPE
 竖管(可剪切200)

SQUARE STEM
方杆（可剪切）

HEX NUT
六角螺母

HEX CAP SCREW
六角螺钉

HEX CAP SCREW
六角螺钉

COTTER PIN
开口销

CRANE COUPING
延伸连接头

BASE FLANGE
基体法兰

Telescoping Post Indicator
套筒式指示器
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