
Welded Steel Pipe - ASTM A53 SCH 40

ü ASTM A53 – Standard Specification for Black and Hot-Dipped Zinc-
Coated(Galvanized) Welded and Seamless Steel Pipe for Fire Protection Use

ü AWWA C606-15- Grooved and Shouldered Joints

 
ü Approved by UL, FM, SII 
ü 100% hydrostatic test
ü Products Liability Insurance by PICC
ü 30-days-leadtime supported by 700,000 Tons annual capacity
ü Widely distributed in 80+ countries

Dimensions and Weights for ASTM A53 SCH 40 Steel Pipe

Nominal Size
(inch)

Outside Diameter
(mm)

Wall Thickness
(mm)

Mass of Black Tube
Plain End(kg/m)

Test Pressure
Grade B(PSI)

1/2" 21.3 2.77 1.27 700

3/4" 26.7 2.87 1.69 700

1" 33.4 3.38 2.5 700

11/4" 42.2 3.56 3.39 1300

11/2" 48.3 3.68 4.05 1300

2" 60.3 3.91 5.44 2500

21/2" 73 5.16 8.63 2500

3" 88.9 5.49 11.29 2500

4" 114.3 6.02 16.07 2210

5" 141.3 6.55 21.77 1950

6" 168.3 7.11 28.26 1780

8" 219.1 8.18 42.55 1570

10" 273 9.27 60.29 1430
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